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AutoCAD SHX Text
SCREW 2x8 TREATED LEDGER TO EXISTING RIM JOIST WITH 4" LONG SIMPSON STRONG-TIE (SST) SDWS SDWS22400B TIMBER SCREWS IN 2 ROWS AT 12"OC STAGGERED, AND 6" FROM END OF LEDGER. SEE DETAIL B/A3.

AutoCAD SHX Text
SCREW 3-PLY 2x8 TREATED GIRDERS FROM BOTH SIDES WITH SIMPSON STRONG-TIE 4" LONG SDWS SDWS22400B TIMBER SCREWS IN 2 ROWS AT 16"OC STAGGERED, AND 6" FROM END OF GIRDER. SIMILAR TO DETAIL B/A3.

AutoCAD SHX Text
8x8 CMU PIER. GROUT IN SOLID AND PLACE ON 24" SQUARE x 12" DEEP CONCRETE FOOTING. FINISH PIERS WITH  " CEMENT PARGE COAT 38" CEMENT PARGE COAT FROM TOP TO 4" BELOW FINISH GRADE. TYPICAL.

AutoCAD SHX Text
24"x24"x12" DEEP CONCRETE FOOTING SET MINIMUM 36" BELOW GRADE. TYPICAL.

AutoCAD SHX Text
PROVIDE 3" CRUSHED STONE OVER WEED-BLOCK FABRIC UNDER NEW PORCH FOOTPRINT.

AutoCAD SHX Text
SYNTHETIC DECKING AS CHOSEN BY OWNER OVER 2x6 TREATED JOISTS AT 12" OC.

AutoCAD SHX Text
1x8 SYNTHETIC TRIM OVER TREATED 2x6 RIM.

AutoCAD SHX Text
BEAR TREATED GIRDER DIRECTLY ON 8x8 CMU PIER AND ANCHOR WITH SST DTT1Z HOLDOWN AND  "  HDG ANCHOR BOLT GROUTED IN 38"  HDG ANCHOR BOLT GROUTED INSOLID TO CMU PIER.

AutoCAD SHX Text
SET TREATED 2x6 JOISTS IN SST Z-MAX JOIST HANGERS. TYPICAL AT HOUSE LEDGER.

AutoCAD SHX Text
LINE OF EXISTING WALL STRUCTURE TO REMAIN.

AutoCAD SHX Text
SYNTHETIC 1x6 FASCIA OVER CONTINUOUS 2x6 SUB-FASCIA RIPPED TO 5" TO CREATE RECESS FOR SOFFIT. 

AutoCAD SHX Text
RUN 1 COURSE OF 36" WIDE ICE SHIELD ALONG EAVE OF ROOF. 

AutoCAD SHX Text
VENTED BEADED VINYL SOFFIT & PORCH CEILING OVER 2x4 CEILING JOISTS. 

AutoCAD SHX Text
ALUMINUM DRIP EDGE AT ALL ROOF EDGES. PROVIDE GUTTERS AT EAVES.

AutoCAD SHX Text
2nd FLOOR BAY BEYOND

AutoCAD SHX Text
GABLE AT CENTER PORCH OVER ENTRY. REFER TO ELEVATIONS.

AutoCAD SHX Text
ARCHITECTURAL FIBERGLASS COMPOSITION SHINGLES TO MATCH EXISTING. INSTALL OVER GRACE TRI-FLEX XT UNDERLAYMENT ON  "  12"  CDX SHEATHING OVER 2x6 RAFTERS AT 16"0C. 

AutoCAD SHX Text
FLASH WALL TO ROOF INTERSECTION WITH ALUMINUM FLASHING.

AutoCAD SHX Text
54 x 3 TOP OF WALL SYNTHETIC TRIM OR BED MOULDING. 

AutoCAD SHX Text
SCREW 2x6 LEDGERS TO EXISTING STUDS WITH 2) 4" LONG SIMPSON STRONG-TIE (SST) SDWS SDWS22400B TIMBER SCREWS AT EACH STUD.

AutoCAD SHX Text
FIELD VERIFY MINIMUM 4" CLEARANCE FROM BOTTOM OF WINDOW TO ROOF SURFACE.

AutoCAD SHX Text
INSTALL 36" HIGH SYNTHETIC RAILING W/ METAL BALUSTERS AS CHOSEN BY OWNER.

AutoCAD SHX Text
RAILING HEIGHT

AutoCAD SHX Text
FLASH BEHIND EXISTING SIDING DOWN OVER TOP OF LEDGER WITH FLEXIBLE BUTYL FLASHING.

AutoCAD SHX Text
FINISH 2-2x10 PORCH ROOG GIRDER WITH 1x SYNTHETIC TRIM. INSTALL WITH CORTEX SCREWS AND PLUGS. TYPICAL AT SYNTHETIC TRIM.

AutoCAD SHX Text
8" CEDAR OF FIR STRUCTURAL COLUMNS W/ NATURAL FINISH TYP.  

AutoCAD SHX Text
SCREW 2x8 TREATED LEDGER TO EXISTING RIM JOIST WITH 4" LONG SIMPSON STRONG-TIE (SST) SDWS SDWS22400B TIMBER SCREWS IN 2 ROWS AT 12"OC STAGGERED, AND 6" FROM END OF LEDGER.  3-PLY TREATED GIRDERS SIMILAR.

AutoCAD SHX Text
PORCH SECTION

AutoCAD SHX Text
 1" = 1 FOOT

AutoCAD SHX Text
LEDGER FASTENING DETAIL

AutoCAD SHX Text
1 1/2" = 1 FOOT
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